
Model UH-10S
Under-The-Helmet, 
Slotted Radio Transmit Headset
with Glove Rugged™ Plug
Part Number: 105-0196-00

Two-Year Limited Warranty to the Original Purchaser

Sonetics Corporation warrants to the original purchaser of its products, that they will be free from defects
in materials and workmanship, under normal and proper use, for the period of two years from date of
purchase. Sonetics Corporation will repair or replace, at its option, any parts showing factory defects
during this warranty period, subject to the following provisions. This warranty applies only to a new product
which has been sold through authorized channels of distribution. All work under warranty must be 
performed by Sonetics Corporation. All returned products must be shipped to our address, freight 
prepaid, accompanied by a dated proof of purchase. The purchaser voids this warranty if he, she or 
others attempt to repair, service or alter the product in any way. This warranty does not apply in the event
of accident, abuse, improper installation, unauthorized repair, tampering, modification, fire, flood, 
collision, or other damage from external sources, including damage which is caused by user replaceable
parts (leaking batteries, etc.). This warranty does not extend to any other equipment or apparatus to
which this product may be attached or connected. The foregoing is your sole remedy for failure in 
service or defects. Sonetics Corporation shall not be liable under this or any implied warranty for 
incidental or consequential damages, nor for any installation or removal costs or other service fees. 
This warranty is in lieu of all other warranties, express or implied, including the warranty of 
merchantability or fitness of use, which are hereby excluded. To the extent that this exclusion is not 
legally enforceable, the duration of such implied warranties shall be limited to two years from date of
purchase. No suit for breach of express or implied warranty may be brought after two years from date
of purchase.

FIRECOM is a division of Sonetics Corporation 
7340 SW Durham Road • Portland, Oregon 97224 
800-527-0555 • 503-684-6647 • Fax: 503-620-2943 
Email: sales@firecom.com • www.firecom.com

Copyright © 2005 Sonetics Corporation - All rights reserved. 
The information in this document is subject to change without notice. 

No part of this document may be reproduced in any form without prior written consent of Sonetics Corporation. 
This document is part number 600-0014-10 RevB. Printed in U.S.A.

Features

• Easy to grab angled Glove Rugged Plug 
• Liquid foam ear seal for greater comfort 
• Unbreakable, adjustable headstrap  
• Detent volume control located on the ear dome
• Push-To-Talk (PTT) located on the ear dome
• Flexible mic boom with slide adjustment for accurate mic positioning  
• Mic boom rotates for right or left dress 
• Noise canceling electret microphone 
• Coiled cord which extends up to 6 feet 
• Designed for listening to all radio and intercom communication
• Capable of transmitting on the radio and the intercom
• One slotted ear dome without a speaker, allowing you to hear ambient

sounds. The other ear dome has a speaker for hearing intercom and 
radio communications

• Single plug, used with the HM-10 & PP-20 
headset modules

• Two-year warranty
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